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CORNER SEALS

Material PP - fleece, white / 
Polyolefin /  
PP - fleece, white

Finished weight acc. to DIN EN 1849-2 (g / m²) 290 	 (-5% +10%)

Thickness acc. to DIN EN 1849-2 (mm) 0.5 	 (-5% +10%)

Behaviour in fire acc. to DIN EN 13501 E class laying on

sd-value acc. to DIN EN 1931 (m) 90 	 (±10%)

Adhesive pull strength  
acc. to DIN EN 1348 (N / mm²)

> 0.5

SLEEVES

Material PP - fleece, white / 
Flexible thermoplastic /  
PP - fleece, white

Finished weight acc. to DIN EN 1849-2 (g / m²) 400 	 (-5% +10%)

Thickness acc. to DIN EN 1849-2 (mm) 0.8 	 (-5% +10%)

Adhesive pull strength  
acc. to DIN EN 1348 (N / mm²)

> 0.5

DIMENSIONS

Inner corner 117.5 / 117.5 x 60 x 60 mm

Colour it is supplied in Yellow

DIMENSIONS

Outer corner 165 / 165 x 60 x 60 mm

Colour it is supplied in Yellow

System accessories: Prefabricated inner and outer corners 
for CaFloor DIBA for the sealing of critical corners.

System accessories: Prefabricated sealing sleeves for  
the secure installation of critical pipe openings.

120 mm x 120 mm

Expansion zone Ø 20 mm 

Bolt circle Ø  8 mm

For pipes Ø 10-20 mm

150 mm x 150 mm

Expansion zone Ø 40 mm

Bolt circle Ø 15 mm

For pipes Ø 18-38 mm

200 mm x 200 mm

Expansion zone Ø 75 mm

Bolt circle Ø 25 mm

For pipes Ø 32-75 mm 
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